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TWO-BOLT METHOD (PREFERRED)

1" SERVICE RISER WITH WEATHERHEAD
98" SHOULDER EYE BOLT WITH

SSNRES: CURVED SQUARE WASHERS (3" X 3")
‘ AND DOUBLE NUTS

=

-

= ’ GALVANIZED 2-HOLE PIPE

.  BURNDY CLAMP == STRAPS ON 5' CENTERS

% (UCG25RS) OR \ |

—  EQUIVALENT II _NuTS
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‘ 2 g {!ﬂ“ BURNDY CLAMP (UCG25RS),

- “"\\\\ 3-BOLT CLAMP OR EQUIVALENT
8" TYP “II. 7R
[ s’\ 5" SHOULDER ANGLE EYE BOLT WITH
— CURVED SQUARE WASHERS (3"X 3")

WIRE STAPLES, 24"
SPACING ABOVE 8 FEET

BELOW 8 FEET ABOVE

AND DOUBLE NUTS

ONE-BOLT METHOD

BURNDY CLAMP (UCG25RS)
OR EQUIVALENT

58" EYE NUT WITH
CURVED SQUARE WASHER

1" SERVICE RISER
WITH WEATHERHEAD

58" SHOULDER ANGLE
EYE BOLT WITH CURVED
SQUARE WASHER(3" X 3")

BURNDY CLAMP (UCG25RS),
3-BOLT CLAMP OR EQUIVALENT

/7

#4 OR #6 AWG
SOLID BARE
) | COPPER WIRE (TYP)

AND 12" SPACING

GROUND (TYP)

VIR T

TIRRLR
NS

S

TO ELECTRICAL
SERVICE METER
BASE OR

|
Z/
2" METALLIC CONDUIT TO

DISCONNECT
CABINET OR PULL BOX

58" DIA COPPER CLAD STEEL
GROUNDING ELECTRODE, DRIVEN
INTO UNDISTURBED EARTH WITH
EXOTHERMIC WELDING CONNECTION

MULTIPLE SPANS

INSTALL EYE BOLTS
8 INCHES APART
VERTICALLY, MINIMUM

#4 OR #6 AWG SOLID BARE
COPPER WIRE GROUNDING
CONDUCTOR (DOWN POLE TO
GROUNDING ELECTRODE)

MESSENGER CABLE (TYP) ]

SHOULDER EYE BOLT
"/_ WITH WASHER, NUTS
0 AND ANGLE EYE (TYP)

BURNDY CLAMP
(UCG25RS) OR

] EQUIVALENT

' BURNDY CLAMP
(UCG25RS) ,

3-BOLT CLAMP
OR EQUIVALENT

COMMUNICATIONS CABLE
AT INTERMEDIATE POLE

3 BOLT GLAMP
/ WITH "J" HOOK

BURNDY CLAMP
(UCG25RS) ,
OR EQUIVALENT

7][PL\A—U“_
WRAPPING TAPE OR

LASHING WIRE (TYP)

COMMUNICATIONS CABLE
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ENGLISH STANDARD DRAWING FOR
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NOTE

FOR CONNECTING MESSENGER TO MESSENGER,
USE BURNDY CLAMP (UCG25RS), 3-BOLT
CLAMP OR EQUIVALENT. FOR CONNECTING
COPPER WIRE TO MESSENGER, USE BURNDY
CLAMP (UCG25RS) OR EQUIVALENT.

METHODS OF ATTACHMENT AND GROUNDING
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